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AC 85~265V0

RTD 1 DC 24V

150ms6 Sampling Time:

6 Surge Test: Main loop-case (ground)1500V/1min
Control loop-case (ground)1000V/1min

9600, 192006 Baud Rate:

Main loop-case (ground)DC500V>10MΩ

Modbus RTU

isolated with input loop
Control loop (Control O/P, alarm, A/O)

-10~50℃;0~85%RH(non-condensing)

4~20mA, 0~5V, 0~10V, 0~50mV
PT-100, CU50 ,K, J, R, S, B, E, T, W, N
0.2% of FS

AC85~265V(50/60Hz)

6 Communication:

6 Isolation:

6 Operating Temp.:

6 Input Signal:
6 Accuracy:

6 Power Supply:

15g6 Weight:

6 Insulation Resis.:
Control loop-case (ground)DC500V>10MΩ
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+ FRONT PANEL & KEY FUNCTIONS

+ DIMENSION

+ WIRING CONNECTION

Shift Key

AT Indicator

Present Value (PV)

Up Key 

Enter Key &
Save Key

Down Key 

Alarm 1 Indicator

Alarm 2 IndicatorAnalog Output Indicator

Setting Value (PV)

+ FEATURES

! Connect with PLC, DCS system
! Multi input signals selectable, sampling cycle: 150ms

! PV or SV retransmission available

! Temperature, pressure, flow, level control application available
! RS-485 communication optional for master and slaver function 

! Slim type (22.5x7.5x9.45cm), Din rail mount, easily installation

    DIN RAIL PID TEMPERATURE TRANSMITTER

+ SPECIFICATION

+ ORDER INFORMATION:  R -  Code 1  2000 -   Code  -  Code 4    Code 2   0 -  Code 3 5  0 -  Code 6   Code 7  0

Alarm Output RS-485Code 1 Code 6

None

Analog Output

None

Code 4 Code 5

1 Relay

2 Relays

Code 3Control OutputCode 2

None

Relay

Volt for SSR

4~20 mA

None

Code 7

Option

Function

Controller

Alarm

Transmitter

Input Signal Aux. Power
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